
Item 
No.

Description of work Unit Qty Rate Amount

1

 Sound Retarder barriers for out AOWC near staircase no 
08 at Wankhede stadium:- Providing & fixing  Perforated 
acoustic panel by galvanised sheet for wall panel form with glass 
wool thickness 80 to 100 mm as per sheet profile . Fixed with 
ISMB 150 with required structural supports with existing 
Compound wall as  per site condition.  Sound intensity shall be 
reduced by 30 to 40 % than exiting. Existing sound intensity 
was found 75 to 80 db. near AOWC. Including all tools & tackles 
and require scaffolding.

a.
Providing and fixing acoustic perforated panel with 100 mm thick 
glass wool.

Sft 1250.00

b
Providing & fixing sound absorber acoustic sheet  in 2 x 2 grid 
with glass wool perforated metal sheet 1 mm thick at ceiling of 
Armstrong Make . 

Sft 980.00

c

Providing & fixing  sound absorber layer on inside machine room 
/ cabin  wall & Ceiling of AOWC  with 1mm perforated acoustic 
aluminium roll sheet sheet with 100 mm glass wool layer  in 
require grid with aluminium box pipe . Size as per site condition. 

sft 325.00

d

Providing structural support including fabrication and fixing with 
chemical bolt including all consumable  for stability to hold wind 
load and vibrational load as near as running rail track. Billing will 
be as per std. wt. as actual.

Kg 5000.00

Total Excluding GST
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Prepared By

K J INTERIOR ( PMC)

Contractor will have to deploy one Engineer / one Supervisor for day to day work.

Water and Electricity will be free supply by the MCA.

Storage space to be provided by the MCA within work premises .

Advance against material can be release as per certification by PMC .Bill will be as certification by PMC  after 
completion of work.

If any Extra work will be  extra based on market / approved rate based on actual estimate + 20% O.H & Profit.

Rate are negotiable , depends on terms & condition.

TENDER- BOQ
MUMBAI CRICKET ASSOCIATION
Acoustic Barrier for out door AOWC

All above Rates are excluding GST. GST shall be on billing value as applicable.

Billing will be based on actual work done, given quantities are indicative.

Safety is important factor, contractor must take care of safety norms.


