
                                 
 

  

MUMBAI CRICKET ASSOCIATION MUMBAI 

SHORT TENDER NOTICE 

 

Sr. No. Particulars Description / Terms 

1 Name of Work 
Proposed Painting work to structural steel and allied work at 
Wankhede stadium. 

2 
Scope of Painting work up to 
roof height. 

Providing and applying Epoxy or equivalent U V resistance coat 
structural paint as specified for 50000 Sqm surface area and allied 
work for 10 years performance guarantee / warranty. 

3 Qualification Criteria 

Similar type work min 3 crore from single client for three 
consecutive years. Total Turnover achieved of 3 CR and 
maintained. Solvency Rs. 50 lakhs from nationalised or scheduled 
bank. Completion certificate mandatory.  Last 3-year ITR.  
1% Earnest money from successful bidder. 

4 Special Condition. 

Material shall be tested and certified by the manufacturer and 
applicator jointly. 10% B.G. as performance guarantee for ten year 
after completion of work. No advance without B.G. 
All safety measures and insurance mandatory. 
All condition of local authority, Govt. rules and environments rules 
shall be mandatory to execute the work.  

5 Tender copy 
BOQ Attached Here with (up to 5 days after notice publish on 
MCA’s Website) 

6 Standard Condition Visit at site before submission of Bid. 

7 Submission of tender 
Within 7 days after notice published in office hour at office of MCA 
including holiday. 

8 Contact person for queries. PMC- 8655533557 / 9702150739 

 

 

 

Client       PMC 

Mumbai Cricket Association    K. J. Interior 

Cricket Centre, 3rd Floor,       

Wankhede Stadium,        

D, Road, Churchgate         

Mumbai-400020       

 

 

 

 

 

 



Sr. No Qty Unit Rate Amount

1

Painting to Tubular Structures including Column, Roof members 

& Pergola Including Scaffolding as per safety norms to all 

heights and cantilever truss / column / beam  etc .  Rate shall 

be included Surface Preparation and surface cleaning by Water 

using pressure gun to remove all dust and impurities . Surface 

preparation by manual / power tools to achieve surface  ST3 at 

least and as directed by paint manufacturer and model code 

applicable. Painting scheme shall be on reparable garantee fo 

10 year.

DFT 

1st coat -Mastic Primer KemGuard 555 HB /MORSUN Epoxy / 

Lpoxy High Solids Surface Tolerant Primer (PS-701A) or 

equivalent of paint company .

65 μ

2nd coat- Intermediate Coat -KemOxy 5012 / MORSUN Lpoxy 

High Build Self Priming Coat -PS-601 Or equivalent of paint 

company.

140 μ

3rd coat-Finish Coat-KemThane 415 / polyurethane Acry. 

Sunthane Finish Paint (F-623) or Equivalent of reputed paint 

company.

45 μ                      -   

Total DFT 250 μ 50000 SMT                      -   

2
Painting to MS Railing on Spectators Tiers (one coat primer zinc 

sulphate with 2 coat Epoxy Paint Total 120 microns). 
120 μ 1000 SMT                      -   

                     -   

3

Repair and Strengthening of structural steel works providing 

detailing fabricating and fixing at desire location using hot 

rolled sections and MS plates of grade FE345 as per 

specification and approved fabrication drawings (which are to 

be prepared by contractor and got approved from engineer. 

Transporting the site erecting structural steel memebers for 

heights and at all levels including provision of necessessary 

erection golds, fixing bolds, nuts, washers, cleats, stiffelers, 

gussets, base plate, and all necessary fixture and operations 

like preheating as per specifications, straightening, bending, 

cutting drilling grinding, machining if specified , welding, 

gridning and removing the welding burr and preparing surface 

for painintng with wire brush. Cleaning and applying painiting 

as per afore mentioned paitning specifications etc completes as 

directed by engineer incharge.

20 MTON                      -   

                    -   
Plus GST as applicable

TOTAL AMOUNT

TENDER BOQ

Description / Items


